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Typographic and iconographic conventions

In this guide, to make it easier to understand and read the text the following typographic and
iconographic conventions are used:

* parameters and objects both of the device and the interface are coloured in GREEN;
e alarms are coloured in RED;
» states are coloured in FUCSIA.

When scrolling through the text some icons can be found on the side of the page: they are expressly
designed to highlight the parts of the text which are of great interest and significance for the user.
Sometimes they are used to warn against dangers or potential sources of danger arising from the use of
the device. You are advised to follow strictly the instructions given in this guide in order to guarantee
the safety of the user and ensure the performance of the device. In this guide the following symbols are

used:

This icon, followed by the word WARNING, is meant to highlight the parts of the
text where information of great significance for the user can be found: user must
pay the greatest attention to them! Instructions must be followed strictly in order
to guarantee the safety of the user and a correct use of the device. Failure to heed
a warning or comply with instructions could lead to personal injury and/or damage
to the unit or other equipment.

This icon, followed by the word NOTE, is meant to highlight the parts of the text
where important notes needful for a correct and reliable use of the device can be
found. User must pay attention to them! Failure to comply with instructions could
cause the equipment to be set wrongly: hence a faulty and improper working of
the device could be the consequence.

This icon is meant to highlight the parts of the text where suggestions useful for
making it easier to set the device and optimize performance and reliability can be
found. Sometimes this symbol is followed by the word EXAMPLE when instructions
for setting parameters are accompanied by examples to clarify the explanation.




Preliminary information

This guide is designed to describe the procedure for the installation of the 0S10.0 operator software on a
computer with Microsoft® Windows operating system.

0S10.0 has been designed to set and configure Lika interfaces (family of displays and converters).

It is suitable for installation on Microsoft® Windows operating systems (Windows 8.1 or Windows 10,
refer also to the "5 - Appendix" section on page 18) either via USB pen or via DVD or via local drive. All
operating systems have the same installation procedure.

The installation process is carried out automatically. The installation directory is the application directory
of the user.
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1 - Before installing the 0S10.0

Before installing a new version of the 0510.0 software, the old 0510.0 software
version, the old data files, and the old directories have to be removed.

1.1 Removing an old 0S10.0 software version

The software installer removes the old software version automatically. If this is
not possible, the installation procedure is aborted and the old version has to be
removed manually.

1.2 Multi-User installation
The 0S10.0 software is always installed for all users (multi-user installation).
Installation for a single user is not possible.

1.3 Administrator rights
For the installation and deinstallation of the 0S10.0 software, the user is

required to have administrator rights.

1.4 .NET Framework 4.6.1
The 0510.0 software requires the .NET Framework 4.6.1 from Microsoft®.

1.5 Device driver installation (Windows 8.1 only)
The 0510.0 must be already installed before the driver installation can be
started. The USB device MUST be connected to the PC.
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2 - Installing the 0510.0

WARNING

Before installing a new software version, the 0510.0 application must be closed.
Otherwise, the 0510.0 installation aborts and an error message is displayed.

The operator software can be installed from a USB pen or a DVD or a local drive.
Open the 0510.0 folder where the installation package is saved.

Start the 0s10.0.x.x.x.x_Full_461.Installer.exe having administrator rights.

"xxxx"is the version number of the 0S10.0.

The installation process of 0510.0 is almost fully automatic.

2.1 Installation procedure

The preparation for installation runs in the background (silent) and only in the
case of an error a message box is shown with information about the error
occurred.

2.1.1 Activation Key

Activation Key

LF Installer for Os Setup - X
Input of the Activation Key
AS Soon as YOU dOUble_ Please input the activation key .... ﬁ

click the
0s10.0.xxx.x_Full_461.1
nstaller.exe, the page for

English: ~

Enter your activation key to start the installation.

H H H If you do not have an activation key, please contact our support team.
entering the Activation
. . After the correct activation key has been entered, the =Mext< button
Key WI | | be d |Sp | ayed . is automatically activated. The installation starts automatically by pressing
this button.

Deutsch:

You are required to
enter the Activation Key
in the field below in the

page.

Cancel
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Activation Key

The Activation Key is
"52749". It cannot be
changed.

If the Activation Key is
entered correctly, the
NEXT button will be
activated automatically.
Press the NEXT button
to continue.

After pressing the NEXT
button  the  License
Agreement page will be
displayed.

Input of the Activation Key

LF Installer for Os Setup —

activation key is correct ....

English: A

Enter your activation key to start the installation.
If you do not have an activation key, please contact our support team.

After the correct activation key has been entered, the =Mext< button
is automatically activated. The installation starts automatically by pressing
this button.

Deutsch: "

| 52745 |

Cancel

*

2.1.2 License agreement and warning message

“License Agreement"

Press the scroll arrow to
fully read the Licence
Agreement information.

Select the "Click for
accept.." check box to
accept  the  License
Agreement.

Press the NEXT button
to start the installation.

L Installer for Os Setup —

License Agreement

Please review the licence terms before installing the Os

Press Page Down to see the rest of the agreement.

X

General Terms of Business ~

I
General provisions

1. Our terms of business shall apply exdusively; we do not recognise any terms of

delivery of the purchaser

which are contrary to or deviate from our terms of delivery unless we have explicitly
agreed to their

validity in writing. Our terms of business shall apply even if we carry out the purchaser's ¥

You have to accept the agreement to install the Os. Click on the CheckBox to accept the
terms of the agreement,and then dick ‘Next’ to continue.

PreSS the CANCEL .......................................

button to abort the Cancel
installation.

MAN 0S10.0 Installer E 1.0.0dt 2 - Installing the 0S10.0 8 of 20




D
l](a 0S10.0 operator software

Warning message

Press the scroll arrow to

) ¥ Installer for Os Setup - X
fully read the warning| | wamn
messa g e. Please review the WARNING terms before installing the Os 'a'

Press Page Down to see the rest of the agreement.

Press the BACK button
to g 0 ba Ck to th € Th:t‘full installation zf the OS requires the removal of the old or installed 05
. vare, old d i d di ies.
pI’GVIOUS page. software, old data files and directories
jing of old or installed version of O5:
P ress th e I AG R E E R?:eo;r:r;%aiel? t‘lj'i:; Itr:Js:Zr:ov\éegleoTh!ijs \?esrsion automatically.

If the removal of this version is not possible, the installer is stopped automatically.

Please Note: ~

b u tto n tO acce pt th e In this case, the OS must be removed manually.

warn | n g n OteS an d Sta rt De_leting of_old data ﬁle_s_,’direcyoyies: o . v
the installation. hiotyairle v e S
Press  the  CANCEL ,

button to abort the <Back Cancel
installation.
NOTE

The installation program automatically checks whether the installed operating
system can support it.

Only in the case of an unapproved operating system (see also the "5 - Appendix”
section on page 18), a warning message will be issued or the installation
program will be stopped.

The installation program then checks whether the administrator rights required
for execution are available. If not, the required administrator password is
automatically requested.

2.1.3 Installing the program

Installation

L Installer for Os Setup —
Installing
Please wait while Installer for Os is being installed.

Extract: Os_Standard_e.pdf

the | S

After pressing

AGREE button the next
step of the installation
process will start and
run automatically.

< Back Close Cancel
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L¥ Installer for Os Setup =

Setup was completed successfully,

Installation Complete ¢.

Completed

Show details

Press the CLOSE button
to end the installation
process.

The 0510.0 requires the .NET Framework 4.6.1 from Microsoft. This framework is
included in the installation package.

The installation program checks whether the .NET Framework 4.6.1 is already
installed on the computer. If not, the installation will start automatically. Please
follow the instructions in this installation package of the .NET Framework 4.6.1.

NOTE
The computer may need to be rebooted up.

2.2 After installation

After the installation is complete, the 0S10.0 can be started in two different
ways:

Starting the 0S10.0

Via Desktop icon

- Os10.0

Via Start menu

L€ os100

. o

h :
€52 Uninstall

LA
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3 - Installation of USB Device Driver

3.1 Installation on Windows 8.1 operating system

WARNING

The 0S10.0 must be installed before installing the driver. For the installation
of the USB device driver, administrator rights are required and the USB device
must be already connected to the USB port of the PC and switched ON.

The driver installation needs an INF file (also called Setup Information file),
which can be found inside the following directory of the already installed
0S10.0:

"C:|Program Files (x86)|0s10.0|Drivers|Win7_8"...

The software will detect and select the necessary file automatically.

1. Open the Device Manager following the path: Start =» Control Panel
=>» Device Manager

=10 x|

File action View Help

Elﬁ testPC
[+-{ 2| Biometric Devices
Ij {8 Computer
I'_'I = Disk drives
I'_'I ‘B Display adapters
I'_'I 5 DVDJCD-ROM drives
I'_'I L\-J Human Interface Devices
@--Lﬁ- IDE ATAfATAPT controllers
I'_FI_- Keyboards
EI ,ij, Mice and other pointing devices
- l- Manitors
& Network adapters
5 e;, Ports (COM &LPT)
EI Processors
I'_'I %y Sound, video and game controllers
I'_'I 188 System devices
- ' Universal Serial Bus controllers

Figure 1 - Driver installation: Device Manager
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2. Connect the unit to the PC or notebook using an appropriate USB cable.
Depending on the current configuration of the operating system, the
"Other devices" submenu will be added. If the operating system tries to
download the device driver software via Windows Update, abort the
operation by pressing “Skip obtaining driver software from Windows

Update”.
=lofx|

File Action View Help
&= | HE =

B2 test-PC
=B % Biometric Devices
M| Computer
- Disk drives
Display adapters
DYD/CD-ROM drives
%) Human Interface Devices
iy IDE ATA/ATAPI controllers
Z= Keyboards
3 Mice and other pointing devices
4| Monitors
LY Network adapters
|3 Other devices
Ll Lika IF5-10 = = ==
:?ncessnrs i} priver software Installation ] x|
| Sound, video and game controllers
W System devices
= a Universal Serial Bus controllers

Installing device driver software

Lika [F5-10 C_,'-Seardﬂing Windows Update...

Obtaining device driver software from Windows Update might take a while.

Skip cbtaining driver software from Windows Update

|
Figure 2 - Driver installation: Searching Windows Update... abort

MAN 0S10.0 Installer E 1.0.0dt 3 - Installation of USB Device Driver 12 of 20
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3. Right-click the entry Lika IFS-10 (for example, it depends on the
Press the Update

connected device), a shortcut menu will appear.

Driver Software... command.

-_5 Device Manager

R

File  Action WView Help

@$I'ﬂlmll=*lhl;‘?.ﬂ_

IEI'- Acronis Devices
18| Computer
= Disk drives
.T!I Display adapters
-2 DYDJCD-ROM drives
Hurnan Interface Devices
gy IDE ATAATAPT controllers
~Z5 Keyboards
ﬂ Mice and other pointing devices
Iu Manitors
l;}ﬂ Metwork adapters
H@ Other devices
E Lika IF5-10 )
*?_ Ports (COM & LF ipda. te Driver Software...
Y3 USB Serialpy Disable
E Processors Uninstal

-% Sound, w:le.-:u 3 sean for hardware changes
-{M& System devices

B Universal Serial | properties

—
-
il

| — —

Figure 3 - Driver installation: shortcut menu "Update Driver Software..."
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4. Press the Update Driver Software ... command to open the Update
Driver Software window and then choose the Browse my computer
for driver software option.

@ update Driver Software 1 x|

I\ )I || Update Driver Software

How do you want to search for driver software?

=» Search automatically for updated driver software
Windows will search your computer and the Internet for the latest driver software for your
device, unless you've disabled this feature in your device installation settings.

«% Browse my computer for driver software
Locate and install driver software manually.

Cancel

Figure 4 - Browse my computer for driver software option

5. Browse the network and select the Win7_8 directory following the path
C:|Program Files (x86)|0s10.0|Drivers|Win7_8, then press the NEXT
button to continue.

¥ update Driver Software 1 ] _>£|

@ [l Update Driver Software

Browse for driver software on your computer

Search for driver software in this location:

|C:‘-._Progr:—.m Files (xBF) \Os 10.0\Driversy\Win7_8 _'J Browse... |

¥ Include subfolders

«» Let me pick from a list of device drivers on my computer
This list will show installed driver software compatible with the device, and all driver software in
the same category as the device.

Mext I Cancel

Figure 5 - Driver directory / Search path
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6. The Windows Security window will appear. Now press the INSTALL
button to start the installation.

8 update DrverSoftware x

Ip\_) | Update Driver Software

Installing driver software...
| 1
x

Would you like to install this device software?

Mame: Lika Electronic Ports (COM & LPT)
= Publisher: Lika Electronic.

[ Always trust software from "Lika Electronic” Install | Don't Install I

"Jil You should only install driver software from publishers you trust. How can I decide
~ which device software is safe to install?

Figure 6 - Security message after signature check

7. When the installation of the device driver is completed, press the CLOSE
button to finish the installation procedure.

N
i.\ )j |l Update Driver Software - Communications Port (COM4)

Windows has successfully updated your driver software
Windows has finished installing the driver software for this device:

Communications Port

-

Figure 7 - Installation completed, close to finish
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8. The new device is added automatically to the "Ports (COM & LPT)" list.

- Device Manager  _ ] = Inlﬂ
File Acton View Help
e | @ Hee |28
Elgy test-PC
[#-| 2| Biometric Devices

*.; Computer
= Disk drives
"-i Display adapters
ik DVDCD-ROM drives
i Human Interface Devices
g IDE ATA/ATAPI controllers
- Keyboards
E!, Mice and other pointing devices
l!_i Monitors
¥ Network adapters
-1Z Ports {COM &LPT)
f? Commurnications Port (COM4)
B Processors
% Sound, video and game controllers
- System devices
£ i Universal Serial Bus controllers

1) L - L

- R e

| |
Figure 8 - New device added to Ports (COM & LPT)

9. The driver installation is carried out.

3.2 Installation on Windows 10 operating system

Windows 10 detects the connected device and configures the necessary drivers
automatically. A driver installation by the user is not necessary.
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4 - Uninstalling the 0510.0 program

In order to uninstall the 0S10.0 operator software correctly, the Windows
Control Panel (Windows 8.1 and Windows 10) or the uninstall menu
(Windows 8.1 only) can be used, depending on the operating system.

4.1 Uninstalling 0S10.0 via Windows Control Panel
The following procedure describes how to uninstall the program via Windows
Control Panel.

LN~

Enter the CONTROL PANEL (use the START button in the Task bar).
Click PROGRAMS AND FEATURES.

The list of the installed software programs will appear on the screen.
Select the program by right-clicking the mouse and press the
UNINSTALL/CHANGE button in the list.

In the next window click REMOVE THE APPLICATION FROM THIS
COMPUTER.

The computer will automatically start uninstalling the program.

In order the make effective the modifications, the computer must be
rebooted at the end of the process.

4.2 Uninstalling 05S10.0 via uninstall menu
The following procedure describes how to uninstall the program via uninstall

menu.

1.

2.

Start the uninstall procedure by pressing All programs =» 0510.0 =
Uninstall (use the START button in the Task bar; see the Figure below).

- 0s10.0

L€ ost00

PN
‘::’(S;é Uninstall

Follow the procedure.
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5 - Appendix

5.1 0S10.0 system requirements

Windows 8.1 (32 or 64 bit)
Supported Operating System | Windows 10 (version 1511 build 10586.104,
64 bit)

NET Framework from

Microsoft NET Framework 4.6.1

5.2 Requirements for the USB driver installation

The 05S10.0 must be installed before installing the driver. For the installation
of the USB Device driver, administrator rights are required and the USB Device
must be connected to the PC.
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